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or as a new installation, the owner or 
managing operator shall conduct the 
tests and make the vessel ready for the 
inspections required by § 115.402(d) of 
this part to the satisfaction of the cog-
nizant OCMI. 

§ 115.704 Breaking of safety valve 
seals. 

The owner, managing operator, or 
master shall notify the cognizant OCMI 
as soon as practicable after the seal on 
a boiler safety valve on a vessel is bro-
ken. 

§ 115.710 Inspection and testing prior 
to hot work. 

(a) An inspection for flammable or 
combustible gases must be conducted 
by a certified marine chemist or other 
person authorized by the cognizant 
OCMI in accordance with the provi-
sions of National Fire Protection Asso-
ciation (NFPA) 306, ‘‘Control of Gas 
Hazards on Vessels,’’ before alter-
ations, repairs, or other operations in-
volving riveting, welding, burning, or 
other fire producing actions may be 
made aboard a vessel: 

(1) Within or on the boundaries of 
fuel tanks; or 

(2) To pipelines, heating coils, pumps, 
fittings, or other appurtenances con-
nected to fuel tanks. 

(b) An inspection required by para-
graph (a) of this section must be con-
ducted as required by this paragraph. 

(1) In ports or places in the United 
States or its territories and posses-
sions, the inspection must be con-
ducted by a marine chemist certifi-
cated by the NFPA. However, if the 
services of a certified marine chemist 
are not reasonably available, the cog-
nizant OCMI, upon the recommenda-
tion of the vessel owner or managing 
operator, may authorize another per-
son to inspect the vessel. If the inspec-
tion indicates that the operations can 
be undertaken safely, a certificate set-
ting forth this fact in writing must be 
issued by the certified marine chemist 
or the authorized person before the 
work is started. The certificate must 
include any requirements necessary to 
reasonably maintain safe conditions in 
the spaces certified throughout the op-
eration, including any precautions nec-
essary to eliminate or minimize haz-

ards that may be present from protec-
tive coatings or residues from cargoes. 

(2) When not in a port or place in the 
United States or its territories and 
possessions, and when a marine chem-
ist or person authorized by the cog-
nizant OCMI is not reasonably avail-
able, the master shall conduct the in-
spection and enter the results of the in-
spection in the vessel’s logbook. 

(c) The owner, managing operator, or 
master shall obtain a copy of certifi-
cates issued by the certified marine 
chemist or the other person authorized 
by the cognizant OCMI, and shall en-
sure that all conditions on the certifi-
cates are observed and that the vessel 
is maintained in a safe condition. The 
owner, managing operator, or master 
shall maintain a safe condition on the 
vessel by requiring full observance, by 
persons under his or her control, of all 
requirements listed in the certificate. 

Subpart H—Material Inspections 

§ 115.800 Inspection standards. 

(a) A vessel is inspected for compli-
ance with the standards required by 
this subchapter. Machinery, equip-
ment, materials, and arrangements not 
covered by standards in this sub-
chapter may be inspected in accord-
ance with standards acceptable to the 
cognizant OCMI as good marine prac-
tice. 

(b) In the application of inspection 
standards due consideration must be 
given to the hazards involved in the op-
eration permitted by a vessel’s Certifi-
cate of Inspection. Thus, the standards 
may vary in accordance with the ves-
sel’s area of operation or any other 
operational restrictions or limitations. 

(c) The published standards of classi-
fication societies and other recognized 
safety associations may be used as 
guides in the inspection of vessels when 
such standards do not conflict with the 
requirements of this subchapter. 

§ 115.801 Notice of inspection defi-
ciencies and requirements. 

(a) If during the inspection of a ves-
sel, the vessel or its equipment is found 
not to conform to the requirements of 
law or the regulations in this sub-
chapter, the marine inspector will 
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